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Additive for hardness stabilization and corrosion inhibition

Product benefits

effective in hard water

especially stable against oxidation
suitable for PET-bottles

e Corrosion protection for Aluminum cans

General Description

calgonit AD 817 is an additive for alkaline cleaning processes to prevent hard water scale formation which
can cause nozzle blockage. The product is stable against oxidizing agents and therefore especially suitable
when used in combination with chlorine dioxide and peracetic based disinfectants.

calgonit AD 817 is effective even in hard water and suitable for PET. In pasteurizers calgonit AD 817 prevents
hardness deposits and protects cans from blackening.

Application

For 20ppm water hardness a continuous dose rate of 15 fo 20 ml per m?® rinse water is recommended
depending on pH value.
500 - 1000 ppm calgonit AD 817 in pasteurizer treatment for cans.

Determination of concentration
Special method for determination is available on request.

Material Compatibility
Stainless steel and plastic materials like PE and PVC are resistant against the concentrate.

Technical Data

Appearance clear, colourless liquid
Odour nearly odourless
Density (g/cm?) 1,09

pH-Value (1%) 2,2

Storage 0°C - 45°C
Ingredients Phosphonates

For health and safety information, refer to the Safety Data Sheet (SDS) for this product.
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The function of this data sheet is fo provide information on the application of the above product. The technical details included in this sheet with regard to the
application of the product are based on current technical experience and are suitable for use in normal working conditions. In case or special or unusual working
conditions, please consult our customer support service. Neither the data contained in this publication, nor recommendations made by either us or our application
technology advisory service represent a legally binding guarantee of either the suitability of this product for a specific application nor of certain characteristics. We
draw your attention in this respect to paragraph no. 5 of our General conditions of sale.
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